
Wellhead Adapters for Submersible Pumps

Customized well solutions for ESPs

When enhancing flow efficiency with an electronic 
submersible pumps, it is essential to utilize a wellhead 
adapter customized to your specifications. Ensure a 
proper fit and straightforward installation with the WASP, 
a pump head designed specifically for ESPs.  

Key features include:

Flow-Line Adapter- This versatile connection is designed 
for both vertical and horizontal positioning. Available 
connection options include flanged, threaded, or butt-weld, all 
tailored to meet your specific requirements.

Well Cap- A bonnet sized to ANSI or API specifications and 
customized to synchronize the components of your well and 
ESP

Adapter Sleeve- A precision fitting to match your install 
connection and slip-fit for both easy installation and to 
minimize external leakage.

Hanger Mandrel-  Hang your pump from heavy-duty high 
carbon steel and matching ports, comes standard for the C22 
type bowl or can be customized to fit your specific needs.

Studded Hanger Bowl- A wellhead adapter to provide 
permanent support to your pump assembly and is 
recommended for ensuring a proper seal and fit-up.

Mud Dauber
Base Model

Mason Wasp
for hanging install

Tarantula Hawk
Complete Package

• Well cap to adapt to your 
column pipe below and flow-
line above

• Electrical port for ESP 
annulus or cable

• 1/4” NPT bubble ports
• Configured to match the 

borehole specifications 

• This is well cap is equipped with 
a hanger mandrel to hang your 
ESP

• Up to 6’ pup-joint for spacing 
and pump install

• Set your pump and still have 
access to uncap your well.

• Includes hanger bowl made 
from high carbon steel to 
hang extensive weight and 
resist long term wear.

• Comes with B7 studs. 2H 
nuts, and ring-groove or flat 
gaskets
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When upgrading your artificial lift, use a 
head that will hang your ESP without 
obstructing flow.  Available for use in high 
temperature geothermal well extraction.


